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PROTOLINS & RESINS

— APPLICATION
For power insulation connections, convenient for connection of underground,
ground telecom and energy cables, roof sealing, broken ground sealing, Park and
garden illumination, pool, any moisture ambient and under water.

— TECHNICAL DATA

Insulation Resin has two components; Freezing point can change according to
weather situation. Insoluble in water, after frozen that is not penetrate earth and
water.

Viscosity . LPasat25°C

Resin Hardness : 65 Shores D

Tensile Strength : 13Mpa

Elongation at Break : 30%

Appropriate Voltage Range - 0.22-36kV

Electrical Insulation : Upto36kv

Firing Point - Poliol Min. 220 °C

Color . Beige

Freezing Time . Approx. at 0 °C -10°C 30 min,

10°C -20°C 15min,
200Cand 1 10 min
Accordance with the physical, mechanical impact and appropriate RoHS Standard

— MECHANICAL RESISTANCE

Pull : Avg.320 kg / cm?
Pressure . Avg. 1050 kg / cm?
Bend : Avg.520 kg / cm?
Impulse . Avg.16,8kg/cm?

cable protection,

PRO-1000

— UYGULAMA
Giic yalitiml baglantilarda, yer alti, yer Ustii telefon ve enerji kablolari
baglantisinda, cati aralarinda, catlamis beton zeminlerde, bobin sariminda, park ve
bahge aydinlatmalarinda, su havuzlarinda, her tirli nemli ortamda ve su icerisinde
kullanima uygundur.

—> TEKNIK BILGI
Yalitim sivisi cift birlesenlidir, Donma stiresi hava sicakligina gére degiskenlik
gosterir. Su iginde ¢oziinmez.Donma sonrasi topraga ve suya karismaz.

Viskozite . 25°Cde4Pas
Recine Sertlik : 65Shore D
Gerilim Dayanimi : 13Mpa

Kopma aninda uzama %30

Uygun Gerilim Araligi . 0,22-36kV
Elektriksel Yalitkanlik . 36kVakadar
Parlama Noktasi . Poliol Min. 220°C

Renk . Bej
Donma Siiresi : 0°C-10°C de 30 dakika,
10°C -20 °C de 15 dakika,
20°C ve T 10 dakikada katilasir
Fiziksel, mekanik darbe ve zorlamalara karsi dayaniklidr.
RoHS standartlarina uygundur.

— MEKANIK DAYANIKLILIK

Cekme : Ortalama 320 kg / cm?
Sikistirma . Ortalama 1050 kg / cm?
Egme/Biikme . Ortalama 520 kg / cm?

itme: Ortalama : Ortalama16,8 kg / cm?
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